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Features

Waterproof to 130ft / 40m

Shockproof 6ft/2m

Fully Rubber-Armored

Large, wide spread 3-button operation for easy operation

Easy Set-up mode — 1-2-3 graphic on-screen guide for setting camera mode — no complicated menus.
o0 Land Auto mode for action land pictures and videos in extreme conditions
o Dive mode for underwater exposure control and color correction while diving — no more blue pictures
o0 Snorkel mode for underwater exposure control and color correction while snorkeling or diving in

shallow water — no more blue pictures
o0 Ext Flash mode for color calibration and exposure control when taking underwater pictures with
optional Digital Pro Flash accessory.

Video mode at 30fps with Sound

Soft Rubber grip design for sure grip

Spy Mode — The camera automatically shoots continuous pictures at set time intervals.

Compact, Slim design (pocket size)

2x AAA batteries Alkaline(included), NiMH rechargeable or Energizer Ultimate lithium batteries.

Self-contained dive camera (no housing)

9 megapixels for sharp, high-resolution pictures.

Large 2.4” TFT Color LCD for easy on-camera viewing

Instant focus lens from 2 ft to infinity

SD and SDHC card compatible (Up to 8GB).

Expandable with popular Sealife accessories (Digital Pro Flash, Photo-Video Light and Mini Wide Angle Lens)




Detailed Specifications

Image Sensor:
Color:

Image Resolution:
Picture file format:
Movie Resolution:

Video file format:
Lens aperture:
Focal Length:
Focus type:
Focus Ranges:

Field of View:

Zoom:
Shutter speed:

Flash:

9.0 mega pixel CMOS image sensor
24-bit color (RGB)

9mp (3472x2604)

JPEG

VGA (640x480) at 30 frames per second
MJPEG (.AVI)

F3.0

7.9mm (film equivalent = 45mm)
Instant fixed-focus lens

Macro:  2ft~4ft; Normal: 4ft~Inf
(0.65m~1.3m; Normal: 1.3m~Inf)
With SL973 Mini Wide Angle Lens:
Macro:  1ft~3ft; Normal: 3ft~Inf
(0.3m~1m; Normal: 1m~Inf)

Land: 49°; UW: 37° (horizontal)
With SL973 Mini Wide Angle Lens:
Land: 65°; UW: 49° (horizontal)
3x Digital zoom

Mechanical shutter

Land: 1 to 1/2000 second

UW mode: 1/60 to 1/2000 second
Auto, Fill, Off, Red-Eye Reduction

Scene modes:

Shooting modes:
LCD
Memory;

EXIF Format:
Operating
Environment:

CD/Software:

Language
Support:

Power:
Battery life:

Certification:
Weight:

Dimensions (LXWxH):

Auto, Snorkel (underwater), Sea, Ext
Flash Mode

Single, SPY

2.4" TFT LCD color display

Internal: 28 MB (10 hi-res pictures)
External: SD and SDHC card
Recommend 8GB SDHC card

EXIF 2.2

PC: Windows 2000 / XP / Vista/ 7
MAC: OS 9.0 and up

International instruction manuals in 5
languages

On-Screen Display: English, German,
French, Spanish, Italian, Russian, Dutch,

Turkish, Portuguese (Brazil), Chinese
(T-C and S-C)

Instruction manual: English (printed),
German, French, Spanish, Italian, Dutch
AAA Battery x 2

Approx. 100 pictures with Alkaline and
500+ pics with Energizer Ultimate

CE, ROHS, FCC

10 oz. (2869) w/strap

45" x1.8"x 3.0"

(11.4cm x 4.6cm x 7.6cm)

Environmental Specifications:

Depth:
Buoyancy:
Operating temp:

Individually depth tested to 133’ (40 m)
Slightly negative
33 degrees F to 110 degrees F

Storage temp:
Tripod mount:
Warranty:

-20 degrees F to +140 degrees F
Standard ¥2-20 tripod threads
1 year limited warranty.

Specifications subject to change without notice

Included in box:

Sealife SL330 Camera
Camera strap with clip
Soft camera case
Spare O-ring

Cleaning Brush / Tool
Flash Link Adapter

Instruction manual

Two AAA alkaline batteries
SD/SDHC Card READER



